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PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE REPLACEMENT OF THE WB SIGNAL

THE REPLACEMENT OF THE WB HIB
HEADS WITH LED HEADS AND THE REPLACEMENT OF THE WB HIB

SIGN WITH A FLORESCENT YELLOW SIGN.
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. INSTALL NEW LED 127
. REMOVE EXISTING SIGN
. INSTALL MAST ARM MOUNTED SIGN

. REPRUOGRAM CONTROLLER TO FLASH HIB HEADS IN AN ALTERNATING

WITH NEW LED HEADS.

CONSTRUCTION DETAILS
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. REMOVE EXISTING SIGNAL HEAD
. INSTALL NEW LED 12" 3-SECTION (RYG) BALL

(YELLOW SECTIONS TO BE INCANDESCENT BULBS)
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A. EQUIPMENT TO BE FURNISHED AND INSTALLED BY THE ADMINISTRATION
50 SF SHEET ALUMINUM SIGN AS SHOWN
6 EA BLACK FACED LED SIGNAL HEADS
- 4 EA RYG BALL {2 SPAN WIRE MOUNTED, 2 SIDE OF POLE MOUNTED)
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~ 2 EA Y BALL (MAST ARM MOUNTED)
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@ REPLACE WB HEADS WITH LED’S. UPGRADE
WB HIB WITH LED HEADS AND NEW FY SIGN
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